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2026 Aggregate Degradation Samples 9(A) and 10(B) Data Sheet 
Closing Date:  March 19th, 2026
Please use the online data entry system to submit your data. If your laboratory is not registered to enter your results online, or if there are questions, contact AASHTO re:source at psp@aashtoresource.org or call 240-436-4900. 

Enter Results in Rows (1) to (15) Below
	 Los Angeles Abrasion:                                                                                       Method Used? – T96 |_|, C131 |_| 
	Sample 9 (A)
	Sample 10 (B)

	  Percentage of Loss by Abrasion and Impact, B Grading (nearest 0.01%)	                                                 (1) 
	
	

	Aggregate Sulfate Soundness Test:                                                      Method Used? – T104 |_|, C88 |_|  
	
	

	Enter results for COARSE AGGREGATE SODIUM SULFATE testing in rows (2) and (3)
	
	

	  Percentage of 19.0 to 9.5-mm fraction passing 8.0-mm sieve, Na (nearest 0.01%)	                                  (2)
	
	

	  Percentage of 9.5 to 4.75-mm fraction passing 4.0-mm sieve, Na (nearest 0.01%)                                             (3)
	
	

	Enter results for FINE AGGREGATE SODIUM SULFATE testing in rows (4), (5), and (6)
	
	

	  Material Finer Than the 1.18-mm Sieve, Na (nearest 0.01%)	                                                                (4)
	
	

	Material Finer Than the 600-μm Sieve, Na (nearest 0.01%)	                                                                               (5)
	
	

	  Material Finer Than the 300-μm Sieve, Na (nearest 0.01%)	                                                                              (6)
	
	

	Aggregate Magnesium Soundness Test:  	                                                 Method Used? – T104 |_|, C88 |_| 
	
	

	Enter results for COARSE AGGREGATE MAGNESIUM SULFATE testing in rows (7) and (8)
	
	

	Percentage of 19.0 to 9.5-mm fraction passing 8.0-mm sieve, Mg (nearest 0.01%)                                             (7)
	
	

	  Percentage of 9.5 to 4.75-mm fraction passing 4.0-mm sieve, Mg (nearest 0.01%)                                             (8)
	
	

	Enter results for FINE AGGREGATE MAGNESIUM SULFATE testing in rows (9), (10), and (11)
	
	

	  Material Finer Than the 1.18-mm Sieve, Mg (nearest 0.01%)	                                                               (9)
	
	

	  Material Finer Than the 600-μm Sieve, Mg (nearest 0.01%)	                                                                            (10)
	
	

	Material Finer Than the 300-μm Sieve, Mg (nearest 0.01%)	                                                                            (11)
	
	

	Coarse Aggregate Micro-Deval Abrasion Test:                                              Method Used? – T327 |_|, D6928 |_|
	
	

	  Percentage of Loss in the Micro-Deval (nearest 0.01%)                                                                                   (12)
	
	

	Fine Aggregate Micro-Deval Abrasion Test:                                                                       Method Used - D7428                        
	
	

	  Percentage of Loss in the Micro-Deval (nearest 0.01%)                                                                                   (13)
	
	

	Coarse Aggregate Soundness by Freezing Test:                                                               Method Used - T103 

Procedure Used:  Procedure A |_|, Procedure B |_|, Procedure C |_|

Type of Freezer Used: Automated (Programmable) |_| , Manual (Chest-style) |_|

Containers Used: Covered |_|, Uncovered |_| 
                     
	
	

	  Percentage of 19.0-mm to 9.5-mm fraction passing 8.0-mm (5/16-in) sieve (nearest 0.1%)                             (14)
	
	

	  Percentage of 9.5-mm to 4.75-mm fraction passing 4.0-mm (No. 5) sieve (nearest 0.1%)                                (15)
	
	


Please report the following information to identify your laboratory:
	Laboratory Name:
	

	Enrollment Number:
	

	Location:
	

	Tested By:
	

	e-mail:
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