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2025 Traffic Paint Proficiency Samples 75 (A) and 76 (B)
Data Sheet
Closing Date: January 1st, 2026

We encourage you to use the online data entry system to submit your results.  If your laboratory is not registered to submit results online, or if there are questions, contact AASHTO re:source at psp@aashtoresource.org or call 240-436-4900.

Enter Paint Testing Results in Rows (1) through (6) Below
	PAINT TYPE: Yellow Fast-Dry Waterborne Traffic Paint
	Sample 75(A)
	Sample 76(B)

	Consistency Using the Stormer Viscometer:  D562
Select the Method Used – Method A, Procedure A |_|  Method A, Procedure B |_|
                                           Method B |_|
	 
	

	 Load to produce 200 r/min (nearest gram)	(1)
	
	

	 Krebs Unit Viscosity at 25°C (nearest KU)	(2)
	
	

	Density (Weight per Gallon):  D1475  
	
	

	 Density at 25°C (nearest 0.001 lb/gal)	(3)
	
	

	Pigment Content:  D3723 
	
	

	  Percent Pigment (nearest 0.01 percent)	(4)
	
	

	Volatile Content:  D2369  
	
	

	  Percent Volatile Matter (nearest 0.01 percent)	(5)
	
	

	No-Pick-Up Time:  D711
	
	

	        Drying Time for No-Pick-Up - 15 mil film (nearest minute)	(6)
	
	

	

	Laboratory Name:
	

	Date Submitted:
	

	City, State, Country:
	

	Submitted By:
	

	Laboratory Number:
	

	Comments:
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